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The ENC-CBL-AA4706-XX and ENC-CBL-AA4707 cables are differential encoder cables
recommended for use with Anaheim Automation’s ASDN, DN, A5DI, and DI series motor encoder
adders.The following models are RoHS Compliant.

Description Length Number of
P (inches) Leads
ENC-CBL-AA4706 Differential Encoder Cable 12 8
ENC-CBL-AA4706-05 Differential Encoder Cable 60 8
ENC-CBL-AA4706-10 Differential Encoder Cable 120 8
ENC-CBL-AA4707 Differential Encoder Cable 12 6
AA4706
1 - PIN | WIRE COLOR FUNCTION
4 ™ Sluemeire (orance) WL GROUND
; 2 RED 2 | BLACK GROUND
7 9 1 GREEN/MWHITE (YELLOW)
M= - . ) | 3 | BROWN/WHITE | INDEX -
[m] |
gg s # I " 4 | BROWN INDEX +
o
o281, E 5 | BLUE/WHITE CHANNEL A-
5 - BLACK 6 | BLUE CHANNEL A+
CON-15-04-5104 w 2 g 7 | RED POWER
\10 g GREEN 8 NIC POWER
CONNECTOR - GON-50-57-8305 9 | GREEN/WHITE | CHANNEL B-
PINS — CON-16-02-0102 10 | GREEN CHANNEL B+
AA4707
1 5 PIN | WIRE COLOR FUNCTION
y 7 g BLUE/WHITE (ORANGE) 1 N/C GROUND
RE|
) 4 9 ? GRI;ENNVHITE (YELLOW) 2 BLACK GROUND
2|oo|1 & N P 3 | BROWN/WHITE | INDEX -
G % # L | 4 | BROWN INDEX +
ol B8l & N 5 | BLUEWHITE | CHANNEL A-
CON-A5-04_5104 N 2 ; BLACK 6 | BLUE CHANNEL A+
Ll N BLUE
N 3 7 | RED POWER
Y10 5 | omeen 8 | NIC POWER
CONNECTOR - CON-50-57-9305 9 | GREEN/WHITE | CHANNEL B-
PINS - CON-16-02-0102
10 | GREEN CHANNEL B+
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